
Fixing Marmox Showerstone to a Concrete Floor

The drain does not need supporting, it is 
designed to hang underneath the Showerstone. 
The Showerstone however needs supporting in 
the area immediately around the drain. 

1. Determine the location of the Showerstone and the 
location of the drain. 

2. Create a hole for the drain 
to sit in at least 90mm deep. 
It does not matter if this is 
too wide because this will be 
in-filled to provide support 
underneath the Showerstone.

3. Check that the drain when in position is directly 
below the hole in the Showerstone and solvent weld 
the BS40mm pipe to the drain outlet.

4. In-fill around the drain with a simple sand/cement 
concrete to provide a flat surface around the drain 
which the Showerstone can be adhered to. This 
process often results in the 
drain being fixed solid into 
the floor – when this happens 
ensure that the drain and the 
rubber ring is at the same 
height as the rest of the floor.

5. It is VITAL that the surface on which the 
Showerstone is going to be placed – including the in-
filling around the drain is perfectly flat. Check with a 
spirit level before continuing.

6. Fix the Showerstone to the concrete using a 
continuous layer of tile adhesive.  In-filling around the 
drain will ensure that the Showerstone can be adhered 
to the floor directly underneath the recessed area.

7. Apply a continuous bead of 
Marmox Multibond within the 
recess of the Showerstone. 
Connect the flange to the 
thread of the drain body 

underneath and tighten using 
the supplied tool. There is no 
need to drill through flange as 
is shown on the fixing to timber 
instructions.

8. When the adhesive is cured and the Showerstone 
is fully bonded it will be 22mm plus 3 – 8mm higher 
than the surrounding floor. This can be levelled by 
covering the rest of the floor with screed/levelling 
compound up to the same level.

Tiled base
If the shower base is to be tiled, fix the tiles or mosaic 
sheets with a thin continuous bead of tile adhesive 
(3mm to 5mm)

Vinyl covered base
If the area is to be vinyl coated, fix the coating 
according to the suppliers recommendations ensuring 
that the clamping ring secures the material at the 
drain.

Whilst the adhesive is curing fix the drain to the 
Showerstone.

Screw fix the drain ring 
into the drain body

Place the floor covering into 
position and screw fix the 
drain ring to the drain body

Push fit the round 
stainless steel grid

Push fit the stainless 
steel grid housing



Round grate 
cover which sits in 
the clamping ring

VINYL FLOOR 
VARIATION

TILED FLOOR 
COMPONENTS

Square side grate 
cover (140mm2) 
for tiled surface

Vinyl clamping 
ring. Screws in the 
drain body

Tile drain top 
holder. Screws into 
drain body

“Flange” 130mm 
sits in recess 
(with Multibond) 
screwed into drain 
body

80mm from 
underside of tray 
to bottom of the 
trap

Internal diameter 
43mm (1½”)


